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Quick Installation Manual For the remaining steps, please turn back.  

Once the crate opened, 
check the components 
and your ordered 
accessories according to 
the list of items. (the box 
with headsets in the 
dotted lines is optional 
accessory)

Remove the base frame 
marked with a sticker “5”, 
and set it aside for 
assembly.

Proceeds to lift up the base 
which weighs approximately 
95kg and place it on a flat 
surface at least 60cm away 
from the wall. 

The side with sticker “1” 
should face forward, as 
shown in the picture. 
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If insist on placing device 
on easily scratched 
surfaces such as wooden 
or tiled floors, make sure 
to lay down a mat or any 
other kind of floor padding 
underneath.

Once the base is set up, 
place the level in the 
center; if the bubble 
inclines to the sides, use 
the open-end wrench in 
the toolbox to adjust the 
foot screws and measure 
again until the base is 
perfectly leveled for an 
optimum experience. 

Take out the large hex 
hey/allen key from the 
toolbox and remove the 
four screws tightened at 
the base frame’s foot on 
two sides and put them 
aside. 

Take out a supporting rod 
marked with sticker “2” 
and insert it into the 
vertical tube on the left 
side of base with sticker 

“1”. 

Gently lower the 
supporting rod until the 
white mark on the rod 
aligns with the surface of 
the base frame.

Take out the other 
supporting rod marked 
with sticker “3” and insert 
it into the vertical tube on 
the right side of base with 
sticker “1”. 

Gently lower the 
supporting rod until the 
white mark on the rod 
aligns with the surface of 
the base frame.

Secure the height adjuster 
by locking it, in case of 
accidental falling of back 
support when installing.

Remove the eight 
tightened screws from two 
sides of the back support 
and put them aside.

Insert the bolts of the back 
support to the square 
holes at the top of 
supporting rods, and 
ensure that the stickers 

“1” and “4” are aligned. 

Tighten the screws on 
each side to the vertical 
tube at the top of the 
supporting rods.

Use the hex key/allen key 
to tighten the four screws 
in place on both sides, 
holding the supporting 
rods firmly.
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Quick Installation Manual

Securely tighten the bolt 
joining the connecting 
wire to the base frame.

Use the Phillips 
screwdriver to remove the 
four screws on the 
supporting rods’ side and 
store them for future use. 

Remove the three cables 
tied to the base frame and 
sort out the rotation lock 
wire.

Install the rotation lock by 
tightening the screws in 
place with the Phillips 
screwdriver.  
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Insert the upper screw in 
place to the threaded hole 
of the rotation lock and 
tighten. 

Tighten the three screws 
on the top of the rotation 
lock, and adjust the upper 
screw to secure the switch 
and lock are functioning.

String the rotation lock 
wire through the hooks as 
shown in the picture. 

Pull out the power and 
USB cable of the base 
frame. 

Slowly place the shell with 
the sticker “5” onto the 
base, and make sure that 
stickers “1” and “5” are 
aligned. 

Slightly lift the base shell 
to insert the power cable 
through the allocated slot. 

Slide the safety step 
marked with the sticker 

“6” into the gap of the 
base frame. 

The device has four cables 
in its back: A 3 prong power 
cable (A) and a LED strip 
power cable (B) that 
connects to a 3 prong 
adapter cable; its switch 
control cable (C) to be 
placed properly; and a USB 
cable (D) that connects to 
your computer. 

Remove all the stickers 
and complete the 
installation. 
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After making a hole 
into the ceiling, 
insert the wall 
anchor.

Screw the screw 
hook into the wall 
anchor tightly to 
hang the 
cord-organizer.

Hang the 
cord-organizer onto 
the screw hook and 
finish the whole 
procedure.

PUSH
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（The instructions for the cord-organizer’s setup 
are only for reference and cannot be used for 
warranty.）
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